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THE EVERGREEN GRASS

POP-UP SPRINKLERS

CONTROLLER

SCZRTDDS
SCZRTDDS2
SCZRIAC
SCZROAC
SCZROPRO0424
SCZRBO100D
SCZRBO100DBT
SCZRRS | Rain Sensor
SCZRMS | Humidity Sensor
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GRASS METISPX218 18mm
GRASS LISSOMEPX2 25mm
GRASS SOFTCS2 30mm
GRASS CICIPINEX 35mm
GRASS METISPX238 38mm
GRASS CHELSEA 45mm
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TECHNICAL SPECIFICATIONS
PROGRAMMABLE
Manually up to 360 minutes
DURATION
5 – 10 – 15 – fino a 55 (sec) / 1 a 360 (min)
RAIN DELAY (hours)
24 – 48 - 72
FREQUENCY (hours) 
10 to 30 sec / 1 - 3 - 5 min / 1 - 2 - 4 - 12 hours / 1 to 7 days
OUTPUT  1
¾ ”male thread and / or connector for hose barb fittings
CONNECTION
3/4” - 1” 
POWER SUPPLY 
2XAA ALKALINE BATTERIES (not included)

AVAILABLE ACCESSORIES
Humidity sensor/Rain sensor

PRICE
64,00€



SCZRTDDS2
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TECHNICAL SPECIFICATIONS
PROGRAMMABLE 
Manually up to 360 minutes
DURATION
5 – 10 – 15 – fino a 55 (sec) / 1 a 360 (min)
RAIN DELAY (hours)
24 – 48 - 72
FREQUENCY (hours) 
10 to 30 sec / 1 - 3 - 5 min / 1 - 2 - 4 - 12 hours / 1 to 7 days
OUTPUT 2
¾ ”male thread and / or connector for hose barb fittings
CONNECTION 
3/4” - 1” 
POWER SUPPLY 
2XAA ALKALINE BATTERIES (not included)

PRICE
79,00€
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AVAILABLE ACCESSORIES
Humidity sensor/Rain sensor



STATION

4
6
8

PRICE
€

75,00
82,00
88,00

MODEL
code

SCZRIAC04
SCZRIAC06
SCZRIAC08

SCZRIAC
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DESCRIPTION 
Electronic control unit with
external transformer.

TECHNICAL SPECIFICATIONS
IRRIGATION STATION AVAILABLE 
4 – 6 – 8 
PROGRAMS
A and B (each station have 2 watering 
programs and of each program have 4 start times)
DURATION (min) 
1 to 240 (for each station)
FREQUENCY
weekly / odd and even days / with intervals 
from 1 to 32 days
POWER SUPPLY 
AC 230v / 240v AC 24v output

AVAILABLE ACCESSORIES
Rain sensor



STATION

4
6
9
11

PRICE
€

125,00
135,00
148,00
160,00

MODEL
code

SCZROAC04
SCZROAC06
SCZROAC09
SCZROAC011

SCZROAC
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TECHNICAL SPECIFICATIONS

DESCRIPTION
Electronic control unit with internal transformer, wired.

IRRIGATION STATION AVAILABLE 
PROGRAMS 
DURATION 
FREQUENCY
POWER SUPPLY (volts)  
9V ALKALINE BATTERY 

CONTROL PUMP / MASTER VALVE
MASTER VALVE DELAY on ZONE 
PAUSE
PERCENTAGE OF IRRIGATION
PROTECTION

4 – 6 – 9 - 11
6 separate with 6 starts each one program
1 to 12 hours and 59 minutes (for each station)
weekly / even-odd days / with intervals from 1 to 15 days
AC 230v / 240v AC 24v output
It now keeps programs entered in memory in the event 
of a power failure
Programmable for each zone
Programmable zone by zone
pause available of 10 min for each program
Adjustable from 10% to 200%
IP 44 

pag. 10

AVAILABLE ACCESSORIES
Rain sensor



Indoor/Outdoor Wi-Fi 
control unit, wired and 
compliant with current 
legislation, does not 
require the intervention
of an electrician.

DESCRIPTION

SCZROPRO0424
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AC MODEL

OMIT TIMES exclude irrigation in:

ZONES AVAILABLE

Input: AC 230V 50Hz, 150 mA
Output: AC 24V, 1.6A

4 to 24 modular zones, expandable up to 36 zones with 4 and 12 zone expansion modules.

PROGRAMS

FUNCTIONS

TECHNICAL
SPECIFICATIONS

• 6 watering programs a,b,c,d,e,f,g
• programs A, C, D can only be used in sequence
• programs B, E, F can be used both in sequence and simultaneously
• Departures: 8 for each programme
• Duration: in seconds, minutes, hours, from 1 second to 9 hours, 59 minutes, 59 seconds

• certain hours of the day
• in days of the week
• on specific dates
MONTHLY WATER BUDGET:
0-200% with month-by-month programming, percentage reduction/increase of irrigation times on a 
monthly basis, without changing the basic irrigation times.
SOLENOID VALVE LOCATOR:
function that locates a given valve whose position is not known in the manhole(s)/manifolds.
ELECTRIC TESTER:
measures the voltage at the transformer output and the absorption in milliamperes of the solenoids, 
to identify shorted valves or absorption anomalies.
RUN/SOAK OPTION:
program by program option to divide the programmed time by zone into several parts, manages 
irrigation times by inserting pauses with programmable times in minutes.
SENSORS OPTION:
possibility to connect the rain sensor zone by zone.
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PRICE
€

75,80
147,50

EXPANSION MODULE
code

SCZRM4
SCZRM12

PRICE
285,00€

4GLTE

Wi-Fi

• Program start delay after rain
• Zone on zone departure delay
• Zone start delay on master valve
• Rain sensor delay from 1 to 7 days
• Cancellation of the set programme
• Total cancellation of programming
• Selection of the maximum number of departures
• Possibility of programming based on water flows, 

by connecting a flow sensor, instantly checking 
the water flow, programming a maximum 
amount of water.

• Display instructions in 11 languages

ADVANCED FEATURES:

pag. 10

AVAILABLE ACCESSORIES
Humidity sensor/Rain sensor
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SCZRBO100D
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DESCRIPTION

TECHNICAL SPECIFICATIONS

Single-zone control unit with 1” DC solenoid valve
Class: IP68

PROGRAMMING 

WATERING TIME
From 1 to 240 minutes both manually and automatically

DELAY FUNCTION
Restart delay after rain 24, 48, 72 days

SOLENOID VALVE FEATURES 1" DC 12 V, 100MS
Flow rate: from 0.05 to 9 m3/h
Working pressure: 0.5 - 8 BAR

POWER SUPPLY
2 AA alkaline batteries (not included)

PRICE
93,60 €

• Programs: 2
• Starts: 4 per program, 1 irrigation time
• Departures: from 1 to 32 days, any day of the week 

(e.g. Monday, Tuesday, Thursday)

pag. 10

AVAILABLE ACCESSORIES
Humidity sensor/Rain sensor



SPECIFICHE TECNICHE 

SCZRBO100DBT
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DESCRIPTION
Single-zone control unit with 1” DC solenoid valve
Class: IP68

PROGRAMMING 

WATERING TIME
From 1 to 360 minutes

DELAY FUNCTION
Restart delay after rain, settable from 1 to 7 days

SOLENOID VALVE FEATURES 1" DC 12 V
Flow rate: from 0.05 to 9 m3/h.
Working pressure: 0.5 - 8 BAR

SMARTPHONE REQUIREMENTS
IOS OS: 8.0 and above version, IWater Timer app.
Android operating system: from version 4.3, Water Timer app.

POWER SUPPLY
2 AA alkaline batteries (not included)

• Programs: 2
• Departures: 2 per day, selecting the days of the week
• Frequency: every day of the week, range between 1 

and 15 days
• Mode: rain, fog

pag. 10

AVAILABLE ACCESSORIES
Humidity sensor/Rain sensor

PRICE
120,50 €



SCZRRS
Rain sensor

SCZRMS
Humidity sensor

PRICE
€

42,00
44,00

MODEL
code

SCZRRS 
SCZRRSP

PRICE
€

44,00

MODEL
Code

SCZRMS

CONTROLLER pag 9

Programmable for 3, 6, 12, 16, 25 mm of rain.

Adjustable amount of rain:
1/8 ", 1/4", 1/2 ", 3/4" or 1 "(3, 6, 12, 19 or 25mm).

Suspends the irrigation cycle during a and post-posed precipitation 
depending on the amount of water.

No battery required, it is powered by the control unit.

The RS version has a 5 meter power cable with plug connection.

The RSP version has a 7-meter power cable with double uncovered 
ends and adaptable to any control unit.

Easy to mount on any support or structure with bracket

FEATURES

FEATURES
Monitor soil moisture level and skip watering when soil is too wet.

Programmable at the humidity rate of approximately:
 S: approx. 25% moisture rate
 M: approx. 45% moisture rate
 L: approx. 65% moisture rate

Power cable length 5 meters.
Power supply by 2xAA batteries.
Suitable for DC battery control units.



POP-UP HEIGHT    
cm
2”- 5.0
4”- 10.0

PRICRE
€

4,00
4,20

MODEL 
code

POP-UPACC2-00
POP-UPACC4-00

POP-UPACC

POP-UP SPRINKLERS pag 10

ADJUSTABLE NOZZLES ADJUSTABLE NOZZLES
AAN 08
AAN 10
AAN 12
AAN 15
AAN 17

2.40 mt
3.00 mt
3.60 mt
4.50 mt
5.10 mt

FEATURES
Double lip seal designed in one piece

The seal design allows for a 5 psi

Excellent friction for sprinkler adjustment and alignment at the chosen 
irrigation angle

100% virgin material used

Reinforced ribbed body

Preassembled adjustable nozzle:
0.8 (2.40 m) - 10 (3 m) - 12 (3.60 m) - 15 (4.50 m) - 17 (5.10 m)

Body height versions 5cm and 10cm

Compatible with all nozzle industry standard female threads



POP-UP HEIGHT
cm

2”- 5.0 cm
3”- 7.5 cm
4”- 10 cm
4”- 10 cm

MODEL
code

POP-UPPAN-02
POP-UPPAN-03
POP-UPPAN-04
POP-UPPAN-04PRS

POP-UPPAN-0

POP-UP SPRINKLERS pag 11

PRICE
€

3,20
3,40
3,50
5,00

FEATURES
The body cap is designed for a non-slip grip

Excellent friction to adjust and align the sprinkler to the chosen irrigation angle

The seal design allows for a 5 psi seal

Optional factory molded anti-drain valve, holds up to 2.9 meters of column

100% virgin material used

Ribbed reinforced body

Compatible with all industry standard female thread nozzles

1/2 ”female threaded inlet

Pop-Up Panda Pc with pressure regulator in the piston at 30 PSI (2.1 bar)



POP-UPANN1
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MODEL
Code 

PRICRE
€

AAN 08
AAN 10
AAN 12
AAN 15
AAN 17

2.30
2.30
2.30
2.30
2.30

FEATURES
Operating pressure 
20-40 PSI; 1.4 - 2.8 BAR

Easy grip and turn adjustment

Excellent uniform coverage

Casting radius adjustment screw in 
stainless steel

Nozzles suitable for all male 
threaded static pop-ups

Recommended operating pressure 
2.1 BAR

2.4 m Radius
Adjustable from 0° to 360°
Nozzle
Trajectory: 0° 8 AAN
Color Code: Browm

2.1

2.4

3.0

3.3

3.5

0.04

0.05

0.06

0.06

0.06

0.63

0.79

0.92

0.95

1.04

68

66

49

42

41

79

76

57

48

47

2.1

2.4

3.0

3.3

3.5

0.08

0.09

0.11

0.11

0.12

1.26

1.57

1.94

1.89

2.08

68

66

49

42

41

79

76

57

48

47

2.1

2.4

3.0

3.3

3.5

1.7

2.1

2.4

2.7

2.8

0.10

0.13

0.15

0.15

0.17

1.68

2.10

2.46

2.52

2.78

68

66

49

42

41

79

76

57

48

47

0.15

0.19

0.22

0.23

0.25

2.52

3.14

3.68

3.78

4.16

68

66

49

42

41

79

76

57

48

47

2.1

2.4

3.0

3.3

3.5

0.20

0.25

0.29

0.30

0.33

3.35

4.19

4.91

5.04

5.55

68

66

49

42

41

79

76

57

48

47

2.1

2.4

3.0

3.3

3.5

0.23

0.28

0.33

0.34

0.37

3.77

4.72

5.52

5.68

6.25

68

66

49

42

41

79

76

57

48

47

2.1

2.4

3.0

3.3

3.5

0.30

0.38

0.44

0.45

0.50

5.03

6.29

7.37

7.57

8.33

68

66

49

42

41

79

76

57

48

47

Radius

m m3/hr l/min

Flow Precip mm/hr

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

1.7

2.1

2.4

2.7

2.8

0.02

0.03

0.03

0.03

0.04

0.37

0.47

0.55

0.56

0.62

62

51

46

37

38

72

59

53

43

44

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

1.7

2.1

2.4

2.7

2.8

0.04

0.06

0.07

0.07

0.07

0.75

0.93

1.09

1.12

1.24

62

51

46

37

38

72

59

53

43

44

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

1.7

2.1

2.4

2.7

2.8

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

1.7

2.1

2.4

2.7

2.8

0.04

0.06

0.07

0.07

0.07

0.75

0.93

1.09

1.12

1.24

62

51

46

37

38

72

59

53

43

44

0.09

0.11

0.13

0.13

0.15

1.49

1.87

2.19

2.25

2.47

62

51

46

37

38

72

59

53

43

44

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

1.7

2.1

2.4

2.7

2.8

0.12

0.15

0.17

0.18

0.20

1.99

2.49

2.92

2.99

3.30

62

51

46

37

38

72

59

53

43

44

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

1.7

2.1

2.4

2.7

2.8

0.13

0.17

0.20

0.20

0.22

2.24

2.80

3.28

3.37

3.71

62

51

46

37

38

72

59

53

43

44

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

1.7

2.1

2.4

2.7

2.8

0.18

0.22

0.26

0.27

0.30

2.99

3.73

4.37

4.49

4.94

62

51

46

37

38

72

59

53

43

44

45°

90°

120°

180°

240°

270°

360°

Arc

Pressur

Bar kPa

Radius

m m3/hr l/min

Flow Precip mm/hr

8AAN
3.0 m Radius
Adjustable from 0° to 360°
Nozzle
Trajectory: 15° 10 AAN
Color Code: Red

10AAN
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45°

90°

120°

180°

240°

270°

360°

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

2.7

3.2

3.7

4.0

4.2

0.81

1.01

1.18

1.22

1.34

0.37

0.47

0.55

0.56

0.62

53

47

42

36

36

61

55

48

42

42

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

2.7

3.2

3.7

4.0

4.2

0.10

0.12

0.14

0.15

0.16

1.62

2.02

2.37

2.43

2.68

53

47

42

36

36

61

55

48

42

42

61

55

48

42

42

61

55

48

42

42

61

55

48

42

42

61

55

48

42

42

61

55

48

42

42

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

2.7

3.2

3.7

4.0

4.2

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

2.7

3.2

3.7

4.0

4.2

0.13

0.16

0.19

0.19

0.21

2.16

2.70

3.16

3.24

3.57

53

47

42

36

36

0.19

0.24

0.28

0.29

0.32

1.49

1.87

2.19

2.25

2.47

53

47

42

36

36

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

2.7

3.2

3.7

4.0

4.2

0.26

0.32

0.38

0.39

0.43

4.31

5.39

6.31

6.49

7.14

53

47

42

36

36

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

2.7

3.2

3.7

4.0

4.2

0.29

0.36

0.43

0.44

0.48

4.85

6.06

7.10

7.30

8.03

53

47

42

36

36

1.0

1.5

2.0

2.1

2.5

100

150

200

210

250

2.7

3.2

3.7

4.0

4.2

0.39

0.49

0.57

0.58

0.64

6.47

8.09

9.47

9.73

10.71

53

47

42

36

36

Pressur

Bar kPa

Radius

m m3/hr l/min

Flow Precip mm/hr

3.4

3.9

4.6

4.9

5.2

0.07

0.09

0.10

0.11

0.12

1.19

1.49

1.75

1.80

1.98

50

47

40

36

35

57

54

46

41

40

3.4

3.9

4.6

4.9

5.2

0.14

0.18

0.21

0.22

0.24

2.39

2.89

3.50

3.59

3.95

50

47

40

36

35

57

54

46

41

40

3.4

3.9

4.6

4.9

5.2

3.4

3.9

4.6

4.9

5.2

0.29

0.36

0.42

0.43

0.47

4.77

5.97

6.99

7.19

7.90

50

47

40

36

35

57

54

46

41

40

0.38

0.48

0.56

0.57

0.63

6.37

7.96

9.32

9.57

10.54

50

47

40

36

35

57

54

46

41

40

3.4

3.9

4.6

4.9

5.2

0.38

0.48

0.56

0.57

0.63

6.37

7.96

9.32

9.57

10.54

50

47

40

36

35

57

54

46

41

40

3.4

3.9

4.6

4.9

5.2

0.43

0.54

0.63

0.65

0.71

7.16

8.95

10.49

10.77

11.85

50

47

40

36

35

57

54

46

41

40

3.4

3.9

4.6

4.9

5.2

0.57

0.72

0.84

0.86

0.95

9.55

11.94

13.98

14.36

15.81

50

47

40

36

35

57

54

46

41

40

4.7

4.9

5.2

5.5

5.7

0.09

0.12

0.14

0.14

0.15

1.54

1.93

2.26

2.32

2.55

33

38

40

37

38

39

44

46

42

43

4.7

4.9

5.2

5.5

5.7

0.18

0.23

0.27

0.28

0.31

3.08

3.85

4.51

4.63

5.10

33

38

40

37

38

39

44

46

42

43

4.7

4.9

5.2

5.5

5.7

4.7

4.9

5.2

5.5

5.7

0.25

0.31

0.36

0.37

0.41

4.11

5.13

6.01

6.18

6.80

33

38

40

37

38

39

44

46

42

43

0.37

0.46

0.54

0.56

0.61

6.16

7.70

9.02

9.27

10.20

33

38

40

37

38

39

44

46

42

43

4.7

4.9

5.2

5.5

5.7

0.49

0.62

0.72

0.74

0.82

8.21

10.27

12.03

12.35

13.60

33

38

40

37

38

39

44

46

42

43

4.7

4.9

5.2

5.5

5.7

0.55

0.69

0.81

0.83

0.92

9.24

11.55

13.53

13.90

15.30

33

38

40

37

38

39

44

46

42

43

4.7

4.9

5.2

5.5

5.7

0.74

0.92

1.08

1.11

1.22

12.32

15.40

18.04

18.53

20.40

33

38

40

37

38

39

44

46

42

43

Radius

m m3/hr l/min

Flow Precip mm/hr Radius

m m3/hr l/min

Flow Precip mm/hr

3.7 m Radius
Adjustable from 0° to 360°
Nozzle
Trajectory: 28° 12 AAN
Color Code: Green

12AAN
4.6 m Radius
Adjustable from 0° to 360°
Nozzle
Trajectory: 28° 15 AAN
Color Code: Black

15AAN
5.2 m Radius
Adjustable from 0° to 360°
Nozzle
Trajectory: 28° 17 AAN
Color Code: Gray

17 AAN



SCZV100

0-4
4
6
8

10
12
14
16
18
20
22
24
26
28
30
32
35

1,2 max
1,2
1,7
2,5
3,0
3,4
3,8
4,1
4,4
4,6
4,8
5,1
5,4
5,8
6,3
6,6
7,3

0-1,0
1,0
1,5
2,0
2,5
3,0
3,5
4,0
4,5
5,0
5,5
6,0
6,5
7,0
7,5
8,0
8,5

0,09 max
0,09
0,14
0,19
0,22
0,25
0,28
0,30
0,32
0,33
0,35
0,38
0,41
0,45
0,47
0,50
0,51

FLOW 
gpm

LOSS
psi

FLOW
m3/hr

LOSS
bar
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PRICE
€

39,00
35,00
32,00
35,00

MODEL
code

SCZV10009DC
SCZV10009DCM
SCZV10024AC
SCZV10024ACM

PRESSURE LOSS TABLE

The SCZV100 solenoid valve is available in female/female
and male/male versions

TECHNICAL SPECIFICATIONS
Maximum working pressure 150 PSI (10.3 BAR)

A shaped cone prevents water hammer and allows for operations 
opening and closing in an orderly manner

High quality encapsulated solenoid with stainless steel actuator

High strength glass fiber reinforced nylon body with

Chlorine resistant EPDM membrane

Available in the 24DC-AC version and in the LATCH 9 volt DC version

ABSORPTION:
Solenoid valve 24 volt Ac / 60Hz Inrush 9.48 VA, seal 5.11 VA

ABSORPTION:
Solenoid valve 24 volt AC / 50Hz Inrush 10.66 VA, seal 5.97 VA



TECHNICAL SPECIFICATIONS
• Maximum working pressure 15 Bar
• High efficiency solenoid
• Reverse flow solenoid valve
• Flow control device
• Conical brass device to reduce the effects of water hammer
• EPDM membrane
• Excellent ease of maintenance thanks to brass screws and lock-

nuts embedded in the valve body

SCZVSM - Elettrovalvola SuperMax

DESCRIPTION
1” 24v AC with flow control
1” 9v DC with flow control

1” ½ 24v AC with flow control
2” 24v AC with flow control

MODEL
SCZVSM100AC
SCZVSM100DC
SCZVSM150AC
SCZVSM200AC24VAC/60Hz

Absorption: 9.89 VA
Withstand:  5.69 VA
24VAC/60Hz
Absorption: 9.89 VA
Withstand: 5.69 VA

SOLENOID VALVES pag 15

FLOW 
m3/h

1" 1” 1/2 2"
PRESSURE LOSS TABLE

0 - 0,9
1,0
2,0
2,5
3,0
5,0
6,0
7,0
8,0
9,0
10,0
11,0
12,0
14,0
16,0
18,0
20,0
22,0
24,0
26,0
30,0

0,08 max
0,1
0,12
0,13
0,14
0,18
0,24
0,32
0,43
0,54
0,64
0,77

 
 
 
 
 

0,10
0,12
0,14
0,17
0,21
0,26
0,31
0,37
0,51
0,68
0,90

 
 
 
 
 
 
 
 
 

0,16
0,17
0,17
0,18
0,20
0,23
0,23
0,29
0,34
0,42
0,5
0,62

TECHNICAL SPECIFICATIONS

PRICE
€

38,20
40,00
87,00
120,00

MODEL
code

SCZVSM100AC
SCZVSM100DC
SCZVSM150AC
SCZVSM200AC
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GRASS METISPX218 18mm

GRASS LISSOMEPX2 25mm

SO-GRASS
Vantaggi

Prato sempre in ordine
Niente irrigazione

Nessuna concimazione
Nessun taglio settimanale

Più tempo libero
Non assorbe liquidi
Facilmente lavabile

Ideale per aree difficili

ROLL

m

2X20

PRICE

€/mq

13,20

MODEL

code

GRASS METISPX218 18mm

ROLL

m

2X20

PRICE

€/mq

16,90

MODEL

code

GRASS LISSOMEPX2 25mm

PRODUCT SPECIFICATION
Product name PS 18
Color

Application
Roll width
Roll length

Matt Emerald & 
Chelsea Olive Bicolor

Landscaping
2,0 mt
20 mt

YARN CHARACTERISTICS
Yarn 1
Structure
Composition
Dtex
Tape thickness
Tape width

Yarn 2
Structure
Composition
Dtex
Tape thickness
Tape width

Monofilament
PE
4000±10%
155-190μm
0,7-1,0mm

Curly Fiber
PP
2200±10%
NA
NA

CARPET CHARACTERISTICS
TURF
Pile height
N.strands tuft
Stitches m2

Gauge
Stitches 10cm
Total yarn weight

18mm ± 1mm
28 strands
13650±10%

7-20 cm
13 ±1
382gr/m2 ±10%

BACKING
Primary backing:
Weight
Total carpet weight:

Secondary backing:
Weight

Carpet tuft withdrawal:

PP
135gr/m2

1172 gr/m2 ±10%

Latex
655gr/m2 ±10%

≥30N

PRODUCT SPECIFICATION
Product name PS 25
Color

Application
Roll width
Roll length

Sky Emerald & Earth 
Lime Bicolor

Landscaping
2,0 mt
20 mt

YARN CHARACTERISTICS
Yarn 1
Structure
Composition
Dtex
Tape thickness
Tape width

Yarn 2
Structure
Composition
Dtex
Tape thickness
Tape width

Monofilament
PE
4000±10%
80-105μm
0,55-0,75mm

Curly Fiber
PP
2200±10%
NA
NA

CARPET CHARACTERISTICS
TURF
Pile height
N.strands tuft
Stitches m2

Gauge
Stitches 10cm
Total yarn weight

25mm ± 1mm
32 strands
14700±10%

7-20 cm
14 ±1
535gr/m2 ±10%

BACKING
Primary backing:
Weight
Total carpet weight:

Secondary backing:
Weight

Carpet tuft withdrawal:

PP
135gr/m2

1325 gr/m2 ±10%

Latex
655gr/m2 ±10%

≥30N



GRASS SOFTCS2 30mm

GRASS CICIPINEX 35mm
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ROLL

m

1X10 

1x5 

2x10 

2x5

PRICE

€/mq

19,50

21,50

19,50

21,50

MODEL

code

GRASS SOFTCS2 30mm

GRASS SOFTCS21x5 30mm

GRASS SOFTCS22x10 30mm

GRASS SOFTCS22x5 30mm

ROLL

m

2X20

PRICE

€/mq

23,80

MODEL

code

GRASS CICIPINEX 35mm

PRODUCT SPECIFICATION
Product name PS 30
Color

Application
Roll width
Roll length

Pine Green & Bamboo 
Green Bicolor

Landscaping
2,0 mt
20 mt

YARN CHARACTERISTICS
Yarn 1
Structure
Composition
Dtex
Tape thickness
Tape width

Yarn 2
Structure
Composition
Dtex
Tape thickness
Tape width

Monofilament
PE
5500±10%
NA
NA

Curly Fiber
PE
4400±10%
NA
NA

CARPET CHARACTERISTICS
TURF
Pile height
N.strands tuft
Stitches m2

Gauge
Stitches 10cm
Total yarn weight

30mm ± 1mm
32 strands
16800±10%

7-20 cm
16 ±1
1147gr/m2 ±10%

BACKING
Primary backing:
Weight
Total carpet weight:

Secondary backing:
Weight

Carpet tuft withdrawal:

PP+ Mesh scrim inlay
0 gr/mq

1627gr/mq ±10%

Latex
480gr/m2 ±10%

NA

PRODUCT SPECIFICATION
Product name PS 35
Color

Application
Roll width
Roll length

Na-emerald & Na-olive 
Bicolor

Landscaping
2,0 mt
20 mt

YARN CHARACTERISTICS
Yarn 1
Structure
Composition
Dtex
Tape thickness
Tape width

Yarn 2
Structure
Composition
Dtex
Tape thickness
Tape width

Monofilament
PE
4500±10%
100-350μm
0,4-0,8mm

Curly Fiber
PE
3000±10%
NA
NA

CARPET CHARACTERISTICS
TURF
Pile height
N.strands x tuft
Stitches m2

Gauge
Stitches 10cm
Total yarn weight

35mm ± 1mm
32 strands
18900±10%

7-20 cm
18 ±1
1110gr/m2 ±10%

BACKING
Primary backing:
Weight
Total carpet weight:

Secondary backing:
Weight

Carpet tuft withdrawal:

PP+ Mesh scrim inlay
150 gr/m2

2135gr/m2 ±10%

Latex
875gr/m2 ±10%

≥30N
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ROLL

m

2X20

PRICE

€/mq

28,90

MODEL

code

GRASS METISPX238 38mm

GRASS CHELSEA 45mm

GRASS CHELSEA 38mm

ROLL

m

2X20 

1x10

2x10

2x5

PRICE

€/mq

33,30

37,20

33,30

37,20

MODEL

code

GRASS CHELSEA 45mm

GRASS CHELSEA1x10 45mm

GRASS CHELSEA2x10 45mm

GRASS CHELSEA2x5 45mm

PRODUCT SPECIFICATION
Product name PS 38
Color

Application
Roll width
Roll length

Pine Green & Bamboo 
Green Bicolor

Landscaping
2,0 mt
20 mt

YARN CHARACTERISTICS
Yarn 1
Structure
Composition
Dtex
Tape thickness
Tape width

Yarn 2
Structure
Composition
Dtex
Tape thickness
Tape width

Monofilament
PE
4000±10%
155-190μm
0,7-1,0mm

Curly Fiber
PP
3300±10%
NA
NA

CARPET CHARACTERISTICS
TURF
Pile height
N.strands tuft
Stitches m2

Gauge
Stitches 10cm
Total yarn weight

38mm ± 1mm
28 strands
25200±10%

7-20 cm
24 ±1
1527gr/m2 ±10%

BACKING
Primary backing:
Weight
Total carpet weight:

Secondary backing:
Weight

Carpet tuft withdrawal:

PP+ Mesh scrim inlay
150 gr/m2

2677gr/mq ±10%

Latex
1000gr/m2 ±10%

≥30N

PRODUCT SPECIFICATION
Product name PS 45
Color

Application
Roll width
Roll length

Lush green and Apple 
green Bicolor

Landscaping
2,0 mt
20 mt

YARN CHARACTERISTICS
Yarn 1
Structure
Composition
Dtex
Tape thickness
Tape width

Yarn 2
Structure
Composition
Dtex
Tape thickness
Tape width

Monofilament
PE
6600±10%
50-400μm
0,5-1,1mm

Curly Fiber
PP
3300±10%
NA
NA

CARPET CHARACTERISTICS
TURF
Pile height
N.strands tuft
Stitches m2

Gauge
Stitches 10cm
Total yarn weight

45mm ± 1mm
32 strands
18900±10%

7-20 cm
18 ±1
1844gr/m2 ±10%

BACKING
Primary backing:
Weight
Total carpet weight:

Secondary backing:
Weight

Carpet tuft withdrawal:

PP+ Mesh scrim inlay
150 gr/m2

2869gr/m2 ±10%

Latex
875gr/m2 ±10%

≥30N





GARDEN

YOUR EFFICIENT
IRRIGATION SYSTEM

soaplast.it

Since 1980


